The

Wavelength range

Wavelength scan range

Measure tlme for full scan range L

Wavelength reproducnblhty

Wavelength accuracy

Technical Specifications

190 - 1 100 nm
200 950 nm

Less than 5 seconds

‘_ <t0.2nm

+2nm

Bandwidth

Better than 5 nm

Stray [rght

Photometnc range

Photometrrc reproducrbrllty

Photometrrc accuracy

Zero stablhty

< 0. 5% at 220 nm and 340 nm usmg NaNO,

03-2.499A 0- 109% T

£0.003 A (00 0.5 A)
£0.007 A (0.5-1.0 A) @ 260 m

: W+O 005 A or +1% of the readmg, whrchever is the greater
+0 003 A/hour after 20 min warm up @ 340 nm

Norse

Optical arrangement

0002Armsat0A@260nm
! 0005A(pktopk)atOA@260nm

Dual channel Czerny Turner with flat gratrng,1024 pixel CCD array, concave mlrrors

Lamp H Xenon flash lamp
Lifetime 10 flashes, up to 10 years
Warranty 1 year

Performance venﬁcatron

Cell types

Cuvette storage

L Auto dragnostlcs when swrtched on

15 mm centre herght outsrde dlmensron 12 5 mm X 12 5 mm 7

capacrty for erght 10 mm cells

Photometric mode

Abs, %T, concentration, scan, ratio, multi wavelength, krnetrcs in AAbs X factor/mm

Method storage

Up to 90 methods in user methods

Burlt in methods

Drsplay formats

! Nuclerd acid, mrcroarray (Iabehng efhcrency) protem and cell densrty

320 x 240 plxels

Size ’140 mm x 275 mm x 380 mm 7
Weight < 4.5 kg
Operatrng voltage 90 250 V 50/60 Hz, Max 30 VA

Input / Output ports

USB or Bluetooth for connectron to a PC for d«rect data download for spreadsheet
calculations, printout and data storage

Features and specifications are subject to change without notice.
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